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مصادر الجزيرة
متر21رافعة تلسكوبية 

MLT CLW 21M
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:مقدمة 

. تحتوي رافعة ذراع الرافعة التلسكوبية على سارية تمتد في خط مستقيم باستخدام واحد أو أكثر من أقسام ذراع الرافعة التلسكوبية

.يمنحك هذا التصميم إمكانية الوصول الرأسي الذي تحتاجه للوصول إلى المهام العامة، مع توفير إمكانية الوصول الأفقي المتميز أيضًا

.إنها تتميز بخصائص القوة المتكاملة العالية، الوزن الصغير، المظهر الأنيق، قدرة التحميل القوية، والتشغيل الموثوق

كامل يتم معالجة الإطار المت. أثناء الإنتاج، تكنولوجيا التصنيع المتقدمة مثل التلقائي يتم استخدام اللحام القوسي المغمور للهيكل الرأسي

بشكل دائم لإزالة إجهاد اللحام بشكل فعال، في حين يتم تطبيق المعدات والتكنولوجيا المتقدمة في جميع أنحاء عملية الإنتاج بأكملها 

.لضمان التشكيل المتسق والتجميع الدقيق

يتم إنتاج جميع أجزائنا بمواد تم اختيارها وفحصها يدوياً. المواد الخام للمقطورة ذات جودة عالية

.يتم شراؤها من موردين محليين أو أجانب ذوي سمعة طيبة للحفاظ على أعلى معايير الجودة وأداء المنتج 
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:المواصفات

مواصفات السيارة

4*2 عربةالنوع 
حصان13 قوة المحرك

الخامساليورو معيارانبعاث

كجم7990 الحجم الكلي

(مم ) 3360*2450*7640 البعد الشامل

LHD وضعية القيادة

واحدصف الكابينة

(ساعة/كم)90 سرعةالقيادة القصوى

الاضافةعناصرالوالهيكل 

(مم ) 2220*1900*5990 (الارتفاع* العرض * الطول )الابعادإجمالي

(مم) 3360 قاعدة العجلات

(مم ) 1506 أماممسارال

(مم) 1466 المسار الخلفي
20(°) زاوية الاقتراب
11(°) زاوية المغادرة

(مم)1032/1968 البروزالخلفية الأمامية

محركال

4KH1CN5HS

/ الأشواط رباعي / تبريد -ماء / في الخط / عمودي 
فائق الشحنالمبرد المودل

حصان130/ كيلو وات 96/ مل 2.99 الطاقة/العادم

ديزل لوقودنوع ا

الخامساليورو معيارانبعاث

خط القيادة

مانيوال، ى عكس1,إلى الأمام 5 الانتقال

باورمتوجيه توجيه

الفرامل الهوائية نظامالفرامل
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:المواصفات

وراالمح

طن2.5 المحور الأمامي

طن مع 4.8 ABS المحور الخلفي

مواصفات الإطارات

7.00إطار قياسي  R إطار احتياطي1+ إطارات 6، 16 إطار العجلة

المواصفات الفنية الرئيسية للمنصة الجوية ذات الذراع التلسكوبي

مترا21 التشغيلارتفاع 

م19.3≤ ارتفاع المنصة فوق سطح الأرض 

الحد الأقصى لنطاق التشغيل للمنصة غير محدود

درجة75الحد الأقصى لميل العمل للمنصة هو 

كجم200الحمولة المقدرة التشغيلدلو 
التقنية الرئيسية العوامل

، قابلان للتعديل بشكل فرديHالأمامي والخلفي Vنوع : الوضع

4: الكمية

.قابل للتعديل بشكل فردي أو مرتبط: التحكم
الركائز

للانزلاقمضادللمشىسطحوللصدأالمقاومالفولاذمنسياج سطح الرافعة 

،متزامنبشكلتلسكوبيةأقسام،ثلاثةمنسداسيةعملذراع تكون الذراع 

المعلقةللسلةدرجة360دوران،مستمردوران° 360اتجاهين جهازالروتاري
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:الرسومات والصور الحقيقية

منظر امامى

منظر خلفى
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لمزيد من المنتجات والخدمات
:قم بزيارة موقعنا على الانترنت 

www.masader-j.com

http://www.masader-j.com/
mailto:Info@masader-j-com
https://masader-j.com/masader/store
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Masader AL-Jazeera   
21 meters man lift truck

(Telescopic Arm)

MLT CLW 21M
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Introduction:

A telescopic boom lift has a mast that extends in a straight line by using one or more 
telescoping boom sections. This design gives you the vertical reach you need to access 

overhead jobs, while also providing outstanding horizontal reach. It has the 
characteristics of high integrated strength, small weight, elegant appearance, strong 

loading capacity, and reliable operation.

During production, advanced manufacturing technology such as automatic submerged 
arc welding is used for the vertical structure. The integral frame is permanently treated 

to effectively remove welding stress, while advanced equipment and technology are 
applied throughout the entire production process to ensure consistent forming and 

precise assembly.

The raw materials for the trailer are of high quality. All of our parts are produced with 
hand-selected and inspected materials

  Purchased from reputable local or foreign suppliers to maintain the highest standards 
of quality and product performance.
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Specification :

Vehicle Specifications

Type of vehicle 4*2
Engine power 13hp

Emission  standard EURO V

The total mass 7990kg
Overall Dimension 7640*2450*3360(mm)

Driving position LHD

Cab Single Row

Maximum driving speed 90 (km/h )

Chassis & Add components

Overall size ( L*W*H) 5990*1900*2220 (mm)
Wheelbase 3360(mm )
Track front 1506(mm)
Track rear 1466(mm )
Approach angle 20( °)
Departure angle 11( °)
Front /rear overhang 1032/1968  (mm )

Engine

Model

4KH1CN5HS

Vertical/in-line/water-cooling/    four-stroke/      
supercharged    intercooler/Common

rail+SCR
Exhaust/Power 2.99ML/96KW/130HP

Kind of fuel Diesel

Emission  standard Euro V

Drive Line

Transmission MSB 5 forward, 1revers gear, manual operation

Steering With power steering
Brake system Air Brake
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Specification :

Axle

Front axle 2.5tons

Rear axle 4.8 tons with ABS

Tire specification

Tire 7.00R16 standard tire, 6 tires + 1 spare tire

Main technical specification for telescopic arm aerial platform

working height 21 meters

Main technical parameters 

of the operation

Platform height above ground ≥ 19.3m
The maximum working inclination of the platform is 75 °
Working bucket rated load 200kg

outrigger

Mode : front V and rear H type, individually adjustable

Quantity: 4

Control : Individually adjustable or linked.

Hoarding and deck board Stainless steel fence and anti-skid walking 
board

Boom structure Three-section hexagonal working arm, 
synchronously telescopic,

Rotary device
Two-way 360 ° continuous rotation, 360 ° 
rotation of the hanging basket



Front View 

Rear View
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Drawings & Real Photos :



6

For more Products & Services
Visit our Web site :

www.masader-j.com
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