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مصادر الجزيرة
متر مكعب       10شاحنة ضاغطة القمامة 

GCT CLW 10CBM
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وتصنيعها وفقاً لمتطلبات الهيئة السعودية الشاحنةتم تصميم هذه 

.للمواصفات والمقاييس والجودة
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:مقدمة 

شاحنة ضغط القمامة هي نوع من مركبات القمامة البلدية المصممة . شاحنة ضغط القمامة أحد منتجاتنا الرئيسية

. خصيصًا لضغط القمامة إلى حجم أكثر قابلية للإدارة

إنها تتميز بخصائص القوة المتكاملة العالية، الوزن الصغير، المظهر الأنيق، قدرة التحميل القوية،

والتشغيل الموثوق

يتم إنتاج جميع أجزائنا بمواد يتم اختيارها يدوياً وفحصها. ذو جودة عاليةللشاحنةالمواد الخام 

.وشراؤها من موردين محليين أو أجانب ذوي سمعة طيبة للحفاظ على أعلى معايير الجودة وأداء المنتج
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المقشط

صندوقخزان الزيت الهيدروليكي

الرافعة

ماسك  

خزان   صمام التشغيل  الهيدروليكي

 لوحة الدفع
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:التطبيقات

.وضغط القمامةنقل •
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:يزات والفوائدمنظرة عامة على الم

مانع تسريب للمياه
مياه يمكن لجميع ال. أرضية الجسم المجهزة مغلقة بالكامل

وث أن تذهب مباشرة إلى خزان الصرف لتجنب إعادة التل

أثناء النقل

تحكم أتوماتيكى
لضغط لوحة تحكم كهربائية لنظام الضغط والتحميل وا

واحدوالتفريغ الأوتوماتيكي، كل ذلك يتولى شخص

خيارات الآلية
رميل، تتوفر ثلاثة أنواع من خيارات الآلية، آلية دوران الب

ث14:18.زمن الدورة  .وآلية القلب

النظام الهيدروليكي
يكي يمكن التحكم في نظام تشغيل التحكم الهيدرول

بالكهرباء واليدوية، ويمكن أن تكون الأسطوانات

الهيدروليكية قابلة للسحب تلقائياً
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:المواصفات

العوامل الرئيسية 

10cbmشاحنة القمامة الضاغطة  اسم النموذج

4×2، نوع القيادة

، سرير واحد، سقف قياسي، FVRايسوزو 

، نظام تكييف الهواءيدوىإمالة الكابينة
الكابينة

.اللون الأبيض أو بناء على طلب العميل لون

الأوزان

كجم 8200 (كجم )وزن الحمولة المقدرة 

(تقديري)كجم 9250 (كجم)الوزن الفارغ 

أبعاد

ملم3900 (مم)قاعدة العجلات 

(تقديري)مللي متر 3250*2550*8250 (مم)البعد الكلي 

95 (ساعة/كم)السرعة القصوى 

محرك

6HK 1-GNCT40)RCS+IRCF( نوع المحرك

5اليورو  معيار الانبعاثات

مبرد داخلي فائق الشحن/ رباعي الأشواط / تبريد مائي / في الخط / عمودي  نوع المحرك

سلندر ، ديزل6-مستقيم  عدد الاسطوانات

7.78 (ل)النزوح 

(حصان240)كيلو واط 165 (كيلوواط)اقصى خرج 

خط القيادة

ISUZU MLD 6 ،ترس خلفي، تشغيل يدوي1للأمام الانتقال

نظام التوجيه المعزز توجيه

العادمالفرامل الفرامل
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:المواصفات

المحور

L1الألمانيالنوع

طن6.3
الأماميالمحور

L1الألمانيالنوع

طن13
الخلفيالمحور

إطار العجلة

هانكوك

واحداحتياطيإطار+إطارات1000R20،6قياسيإطار العجلةإطار

القمامةضاغطةصندوق
10cbm الحجم

.مم5السفليوالجزءمم،4الجانب،Q345الكربونيالفولاذ خاممواد

لترًا،120عةسوحدتينمعتتطابقأنيمكن،النفاياتصناديققلبآليةالخلفي،اللودر

لترًا11000أولترًا770سعةواحدةوحدةأولترًا240سعةواحدةوحدةأو

التحميلطريقة

دفعقطريعنللخارجالقمامةدفعيتمثمأولاً،الخلفيةالقمامةحشووحدةرفعيتم

اللوحة
التفريغطريقة

1:0.75 مضغوطةنسبة

طن9 السحققوة

يدويةرافعات+الجانبمزدوجتحكمصندوق

PLCصفنتحكم+واحدبمفتاحالدراجاتركوباللاسلكي؛بعدعنالتحكموجهاز

تلقائي

التحكمطريقة

واحدةوحدة الصحيالصرفمياهخزان

طوانةأستجهيزتم.سميكفولاذيلوحمنمصنوعانالحشوووحدةالسفليالصندوق

المتكررغطالضبوظيفةالعلويالجزءتجهيزتم.قفلبجهازالخلفيةالحشووحدةرفع

علىلتحكماوصندوقالمدمج،المصباحتشغيلووضعالاتجاه،ثنائيالتمعجيوالضغط

.الوجهين

اخرى

.العملحالةمنللتحققوالآخرالعكسيةللصورةأحدهماوحدة؛2 كاميرا



خلفيمنظور ر أماميومنظ
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:الرسومات والصور 
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لمزيد من المنتجات والخدمات
:قم بزيارة موقعنا على الانترنت 

www.masader-j.com

http://www.masader-j.com/
mailto:Info@masader-j-com
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Masader AL-Jazeera   
Garbage Compactor Truck 10CBM

GCT CLW 10CBM
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The Truck designed and manufactured According to 
the Requirement  of the Saudi  Standards , Metrology 

and Quality Organization .
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Introduction:

Garbage Compactor Truck is one of our main product. Garbage Compactor Truck is a 
type of municipal refuse vehicle that is specially designed to compress or compact 

trash into a more manageable size.

 It has the characteristics of high integral strength, small weight, elegant appearance, 
strong loading capacity, and reliable operation.

Raw material resource of the Truck guarantees quality. All of our parts are produced 
with material are hand-picked, inspected, and purchased from reputable domestic or 
foreign suppliers to maintain the highest quality standards and product performance.
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Applications:

• Garbage Compaction & Transportation
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Feature and Benefit Overview:

No Sewage Leakage
Equipped body floor is fully sealed. All the 

sewage can go directly into the sewage tank 
to avoid re pollute during transportation 

Automatic Control
Electrical Control Panel for Compacting 

system , automatic Loading ,  
compressing and discharging all handled 

by 1 person 

Mechanism Options 
Three Kinds of mechanism options available , 

barrel turnover mechanism , tipping 
mechanism . Cycling time 14:18 S

Hydraulic System 
Hydraulic Control Operation System can 

be controlled by electric and manual , 
hydraulic Cylinders can be automatic 

retraction 

mailto:Info@masader-j-com
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Main Technology Parameter
Model Name 10cbm garbage compactor truck

Driving Type 4×2,

Cabin
ISUZU FVR , one bed, standard roof, manual 

cab tilting,  air conditioning system 

Color White color or based on client’s request.

Weights 

Rated payload weight(kg) 8200kg

Curb weight(kg) 9250kg  ( Estimated)

Dimensions

Wheelbase(mm) 3900mm

Overall Dimension(mm) 8250*2550*3250mm ( Estimated)

Max speed(km/h) 95

Engine

Engine model 6HK1-TCNG40 (FCRI+SCR)

Emission standard Euro 5

Engine type
Vertical/in-line/water-cooling/four-stroke/ supercharged inter 

cooler

No. of cylinders straight-6 cylinders, diesel

Displacement(L) 7.78

Max. output (kw) 165KW (240HP)

Drive Line

Transmission ISUZU MLD 6 forwards,1 reverse gear, manual operation

Steering Power steering

Brake exhaust brake
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Specification :



Axle 

Front axle
German Type L1 

 6.3 tons 

Rear axle
German Type L1

  13 tons 

Tire

Tire
Hankook 

1000R20 standard tire,6 tires+1 spare tire

Garbage compactor box
Volume 10cbm

Raw material Q345 carbon steel, side is 4mm, and bottom is 5mm. 

Loading Method Rear loader, waste bins flipover mechanism, can match 2 

units 120 L, or 1 unit 240L or 1 unit 770L or 11000L waste 

bins

Unloading Method
The back garbage filler unit is lifting up first, then garbage is 

pushed out by pushing plate

Compacted Ratio 1:0.75                                                                     

Crushing Force 9 tons

Control Method

Double side control box + manual levers

PLC and wireless remote control; one-key cycling + half-auto 

control

Sewage Tank One unit

Others

The bottom box and filler unit are made of thick steel plate. 

The back filler unit lifting cylinder is equipped with a locking 

device. The upper part is equipped with a function of 

repeated compression and bidirectional peristaltic 

compression, an integrated flashlight operation mode, and a 

double-sided control box. 

Camera
2 units; one is for reverse image, and one is for checking the 

working condition.
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Specification :



Rear View Front View 
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Drawings & Real Photos :
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For more Products & Services
Visit our Web site :

www.masader-j.com
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