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:وصفالو العرض العام . 1

هو نظام قياس مخصص للقياس المعتمد على الجاذبية للمنتجات المختلفة KOEO T-80إن 

:يمكنها

.قياس المنتجات عند تسليمها إلى المحطة•

(.عربة/شاحنة)مراقبة استلام المنتجات •

تقسيم المقصورات •

.منتجالارتجاعيقيس•

.وإصدار مخططات الخزان•
•

:ما يلي KOEO T-80يتضمن 

بطارية 2جهاز حساب لمؤشر الامان الداخلى يعمل ب➢

مثيت على الغلاف(سنتين ىلايتراوح عمر البطارية من سنة ➢

:غلاف قياس هيدروليكى يتكون من •

KOEOمقياس التوربين من •

مقياس التوربين اسفلزجاج للرؤية يقع •

صمام الكسارة الفراغية •

DN80والاقران السريع , APIبوصات للتوصيل بمحول 4وصلة الربط مقاس : موصل مناسب •
,(…CAMLOCK, TODO, aviation)لتوصيل خرطوم التفريغ او اى موصل اخر 

وصلة سريعة لتوصيل خرطوم التفريغ أو أي موصل آخر: موصل التفريغ المناسب•

(.…كاملوك، تودو، الطيران)•

.بجهاز استشعار درجة الحرارةKOEO T-80يتم توصيل •
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طلبعند-المخرجمَنفذَ

طلبعلى-المخرجمَنفَذ جهاز حساب المؤشر

على سبيل . عند الطلب-موصل 
4مقاس APIقارنة توصيل : المثال

بوصات

التوربيناتمقياس

وصفالعرض العام و. 1



صيانة

قبل الموظفين المعتمدين ومن موانع التسريب يجب أن يتم أي تدخل في 

تحت رقابة الجهات المختصة أو أحد ممثليها
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المواصفات الفنية. 2

جات البنزين والديزل والكيروسين والإيثانول والمنت

النفطية الأخرى

عليهللتطبيقالقابلالوسط

7واجهة باللغة الإنجليزية، شاشة عرض مكونة من 

أرقام

LCDشاشة 

(DN80)بوصة 3 مقاس

 ±0.1% دقة

 ±0.02% دقة التكرار

كجم6 وزن المنتج

الألومنيوم مادة الجسم

(دقيقة/ لتر 1300-130)ساعة / متر مكعب 8-80 ق معدل التدفقنطا

لتر1 الحد الأدنى

EX IA LL BT4GA درجة مقاومة للانفجار

IP67 درجة الحماية

درجة مئوية55+درجة مئوية إلى 25- نطاق درجة حرارة

ميجا باسكال0.5 أقصى قدر من الضغط

≥13 M㎡/Sكحد أقصى نطاق اللزوجة

فولت3.6× 2بطاريات ليثيوم  مزود الطاقة



.في التطبيقات التي يتم ضخهاKOEO T-80يجب عدم استخدام 
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توصيات المستخدم. 3

التركيب3.1

-KOEO Tيجب أن يكون الفراغ بين جهاز التوصيل وصمام التجريد بجهاز 
80مم وطول أقل من 80درجة، وقطر لا يقل عن 15صلباً بزاوية 80
.مم

ثابتالتركيب ال. 3.2
بيته على أنبوب ويمكن أيضًا تث(. بدون استخدام المضخة)بصمامات نصف المقطورة لتفريغ الجاذبية توصيل مباشرة العادة ما يتم 

ة لضمان دقة وهذا أمر بالغ الأهمي. وفي هذه الحالة، يجب استخدامه في أقرب الظروف إلى تلك المطلوبة للاستخدام الشائع. التفريغ

:مرضية في العد ويجب استيفاء الشروط التالية
مم، فلا 80إذا تجاوز طول الأنبوب . مم80مم كحد أدنى وطول أقل من 80يجب أن يكون قطر أنبوب التوصيل بصمام التفريغ ● 

يتم ضمان سوى تفريغ الخزان بالكامل
مم وطول 80وخزان التجميع، قطر اسمي لا يقل عن KOEO T-80يجب أن يكون للخرطوم المرن أو الصلب، الموجود بين ● 

يجب أن يسمح بتدفق المنتج بسهولة عند التسليم. أمتار8أقصى 
درجة بين محوره والمحور الأفقي لتجنب 15ضمن مخطط عمودي وبزاوية KOEO T-80يجب وضع جهاز نظام القياس ● 

احتباس المنتج
درجة من الأفقي45يجب أن تكون شاشة الآلة الحاسبة مائلة للأعلى، ومن الأفضل أن تكون بزاوية ● 

ويجب أن تكون (. ضةبدون نقطة منخف)ولتجنب احتجاز المنتج شفط عند الاستخدام، يجب أن يكون خرطوم التفريغ قصيرًا لتقليل ال● 

.درجات على الأقل، ومن الأفضل أن يكون ذلك باستخدام أنبوب صلب سيتم توصيله بصمام التفريغ3مائلة بمقدار 
ون تم اعتبار هذا المطلب مرضياً عندما يك. وفقاً لخطة رأسية على صمام تفريغ أفقيKOEO T-80أثناء القياس، يتم وضع ● 

.من الموصل العلويموضع في أدنى KOEO T-80الموصل السفلي 

اءمحمياً ميكانيكياً بصندوق قابل للطي إذا لم يكن أنبوب التفريغ موجودًا في الغطKOEO T-80يجب أن يكون جهاز ● 

.KOEO T-80عند تصريف الخرطوم، يجب على المستخدم تجنب تفجير المنتج على ● 
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توصيات المستخدم. 3

جهاز حاسبة المؤشر3.3

استبدال البطاريات3.4

عرض تشير . فولت3.2يتم تشغيل جهاز المؤشر ببطاريتين يجب تغييرهما أثناء كل عملية تحكم تنظيمية أو عندما يكون الجهد أقل من 

ل الموظفين يجب كسر أختام التحقق من قب. يجب أن يتم ذلك في منطقة غير قابلة للانفجار. إلى ضرورة تغييرها" البطارية"كلمة
.المعتمدين فقط

الإعدادعواملتعديل 3.5

يمكن . الإعداد بعد الدخول إلى الوضع المترولوجي باستخدام المفتاح الأحمر الموجود على اللوحة الإلكترونيةعوامليتم تعديل 

لطبيعة المترولوجية لأنها قد تؤثر على امعتمدين يجب أن تتم أي عملية أخرى من قبل موظفين . العوامل للموظفين المعتمدين فقط تغيير 
.KOEO T-80لـ 

.  مقياس التوربينعلى جسم( مم4قطر )CHCمصنوع من صندوق مزود بلوحة إلكترونية للسلامة الذاتية مثبتة بأربعة براغي 

شحيمه جيدًا قبل تأكد من وجوده في مكانه المخصص وت. يتمثل مانع التسريب في الحلقة الدائرية بين الغلاف ومقياس التوربين
إلى جانب عمليات معايرة القياس، لا يوجد أي تعديل. ربط البراغي
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الهيدروليكيغلاف ال. 4

بوصة، 1/2بوصات، ووصلة الربط السريعة مقاس 4وصلة الربط مقاس )المناسبة السفلية والعلوية بضبط التركيبات لاغلفة تسمح ا

(.ذلكلى إوما 

.بأربعة براغي على عداد التوربين ويمكن إزالتها للتحقق من حالة التوربينغلفة تثبيت هذه الأيتم 

أداة التوصيل السفلية من ضع أداة التوصيل العلوية بحيث تكون أداة التوصيل السفلية قيد الاستخدام في الموضع الأدنى● 

ضع أداة التوصيل الأولية كما هو موضح في الرسم والصور أدناه●

احكام الغلقالتأكد من ●

(التوربينات وبعد الغربالعند مدخل)و الامشاطالتأكد من نظافة منخل التصفية ●

KOEO T-80لضمان الاستمرارية الكهربائية، يجب أن تكون الوصلات العلوية والسفلية لجهاز ● 

Loctite 577بموصل مثل معزولة تكون 

KOEO T-80يجب أن تتم أي عملية أخرى بواسطة موظفين معتمدين لأنها قد تؤثر على الطبيعة المترولوجية لـ 
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تشغيل لوحة التحكم. 5

لوحة التحكم5.1

ملاحظات عرض المحتوى

ترل تراكم واحد الواجهة الرئيسية

دقيقة/لتر تدفق فوري

النفط الخام: 0

بنزين: 1

المنطقة الانتقالية: 2

فحم الطيران: 3

الديزل: 4

مواد التشحيم: 5

منتج نفطي

لتر/جرام:الوحدة الكثافة القياسية
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قائمة المستخدم5.2

ملاحظات عرض المحتوى الرقم

0823 كلمة المرور USER 00 

لتر VMعرض إجمالي  USER 01 

VBعرض إجمالي  USER 02 

إشارة تظهر الرقم العشري USER 03 

جهاز افتراضي: 0
1:VB

نوع العرض الفردي USER 04 

إيقاف: 0

تشغيل:1

لقائياً بعد يتم إيقاف تشغيل البلوتوث ت

مرور ساعة واحدة،

يةلتوفير الطاقة وزيادة عمر البطار

تشغيل البلوتوث USER 05 

خمسة أرقام ثالرقم التسلسلى لوحدة البلوتو USER 06 

ترل: 0

³م: 1
جالون: 2

وحدة USER 07 

تشغيل لوحة التحكم. 5
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قائمة المعايرة5.3

ملاحظات عرض المحتوى الرقم

10000 CALI 00 

لتر/نبض معامل تدفق التفريغ CALI 01 

نقاط التصحيح CALI 02 

دقيقة/لتر: الوحدة التدفق1نقاط التصحيح  CALI 03 

عامل1نقاط التصحيح  CALI 04 

دقيقة/لتر: الوحدة التدفق2نقاط التصحيح  CALI 05 

عامل2نقاط التصحيح  CALI 06

دقيقة/لتر: الوحدة التدفق3نقاط التصحيح  CALI 07

عامل3نقاط التصحيح  CALI 08

دقيقة/لتر: الوحدة التدفق4نقاط التصحيح  CALI 09

عامل4نقاط التصحيح  CALI 10

دقيقة/لتر: الوحدة التدفق5نقاط التصحيح  CALI 11

عامل5نقاط التصحيح  CALI 12 

دقيقة/لتر: الوحدة التدفق6نقاط التصحيح  CALI 13

عامل6نقاط التصحيح  CALI 14

دقيقة/لتر: الوحدة التدفق7نقاط التصحيح  CALI 15 

عامل7نقاط التصحيح  CALI 16 

دقيقة/لتر: الوحدة التدفق8نقاط التصحيح  CALI 17 

عامل8نقاط التصحيح  CALI 18 

دقيقة/لتر: الوحدة التدفق9نقاط التصحيح  CALI 19 

عامل9نقاط التصحيح  CALI 20 

دقيقة/لتر: الوحدة تدفق10نقاط التصحيح  CALI 21 

عامل10نقاط التصحيح  CALI 22 

دقيقة/لتر: الوحدة درجة الحرارة في ظل ظروف التشغيل القياسية CALI 23

--- --- CALI 24 

--- --- CALI 25 
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ملاحظات عرض المحتوى الرقم

0003 00النظام 

لا يوجد تعويض: 0

ب قياس درجة الحرارة، قياس الأنبو: 1
، V15أو V20بالكامل، تعويض 

مقياس تدفق الزيت

قياس درجة الحرارة دون تعويض: 2

طريقة التعويض 01النظام 

X.0نقطة تصحيح درجة الحرارة  02النظام 

Y.0نقطة تصحيح درجة الحرارة  03النظام 

X.1نقطة تصحيح درجة الحرارة  04النظام 

Y.1نقطة تصحيح درجة الحرارة  05النظام 

وأكد، امسح المجموع1اكتب  مسح المجموع 06النظام 

فردية قناة : 1

قناة مزدوجة: 2
عدد قنوات النبض 07النظام 

مستشعر مستوى ثلاثي الأسلاك: 3

مستشعر مستوى بأربعة أسلاك: 4
نوع مستشعر المستوى 08النظام 
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عملية الزر5.4

.ظائف مختلفةفي وضعين مختلفين، سيكون للزر نفسه و. تقطيع القائمة وإعداد الإدخال-لديك وضعين 

ثوان  10قم بإضاءة الشاشة خلال 

دراج قيمة أو إعند قم بزيادة الرقم الوامض : العودة إلى القائمة السابقة وضع المشرف والمقاييس: الوضع العادي
العودة إلى القائمة السابقة

استخدم لوظيفة التعديل. URR /CALI /SYETEMأدخل . الحالةتبديل 

معدل في حالة العمل، اضغط على هذا المفتاح لعرض)مفتاح حركة المؤشر / مفتاح إدخال القائمة الفرعية 
التدفق، اضغط على هذا المفتاح للعودة

زر العودة/ زر التأكيد 
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:تبديل القائمة 5.5

مثال وظيفةال زرال

للدخول CALI00فيانقر فوق هذا الزر 

إلى وضع إدخال كلمة المرور

أدخل وضع الإدخال ل يعُد ِّ

عندانقر فوق هذا الزر 

USER 00 الصفحة إلى وستتحول

CALI00

ضبط رقم القائمة ↑

، USER 00انقر فوق هذا الزر عند 

USER 01وستتحول الصفحة إلى 
اضبط الصفحة →

دم، انقر فوق هذا الزر في قائمة المستخ

يةوستعود الصفحة إلى الواجهة الرئيس

عودة الواجهة الرئيسية ادخال

:ضبط المدخلات5.6

.للدخول إلى وضع إدخال الإعداد وتعيين المعلمات المقابلةP-XXXمفتاح في أي قائمة من → انقر فوق 

وظيفة زر

--- ل يعُد ِّ

بت1التراكم الرقمي  ↑

رقم التعديلات الصحيح →

قم بتأكيد الإعداد والخروج من الإعداد في وضع الإدخال يدخل
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:العمليات الوظيفية المشتركة 5.7

:كمية الإشارة واضحة● 
.، فلن يتم مسح الكمية الفردية0إذا لم يكن التدفق . الموجود على الواجهة الرئيسية لمسح الكمية الفردية→ + انقر فوق زر تعديل 

:عرض معدل التدفق اللحظي● 
الموجود على الواجهة الرئيسية للدخول إلى واجهة التدفق الفوري→ انقر فوق الزر 

:Vbو Vmعرض الواجهة الرئيسية ● 
.، وهو نوع عرض الواجهة الرئيسية USER 03تم تعيينه في القائمة 

:تصحيح التدفق وإعداد المعلمة● 

:تصحيح التدفق وإعداد المعلمة 

.اللتر/النبض: يستخدم هذا العداد معامل الإزاحة كمعامل التصحيح الرئيسي، ووحدته هي
.CALI 01يمكن ضبط معامل الإزاحة في القائمة 

：تصحيح تجزئة التدفق ● 
.أجزاء10يمكن لجهاز القياس إجراء قياس تصحيح التدفق المجزأ، والذي يمكن تصحيحه في ما يصل إلى 

:يمكن رسم تصحيح مقطع التدفق على النحو التالي: مثال
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المعامل ونقطة التدفق المقابلة5.8

(.L / min)الوحدة ، CALI03أدخل معدل التدفق المقابل والمعامل المقابل من القائمة 

.يبدأ جهاز القياس وظيفة تصحيح المقطع، CALI02بعد ضبط عدد نقاط التصحيح في القائمة 

.يجب إدخال نقطة التدفق من الصغيرة إلى الكبيرة: ملحوظة

：معاملات التعديل ●
ز القياس خطأ إذا كان لدى جها: مثال. من أجل تسهيل عملية الضبط للمستخدم، يوفر جهاز القياس وظيفة معامل تعديل المستخدم

.USER 06في القائمة 0.999، فيمكنك ضبط معامل تعديل المستخدم على %0.1+ في النطاق الكامل 

：العواملوإعدادات Vbتعويض ● 
.درجة مئوية كمعيار لتسوية تجارة النفط20الحجم القياسي عند عادة 

.Vbيشتمل هذا المقياس على وظيفة تحويل التعويض 

:Vbقم بتشغيل تعويض ◇ 

.1على System 01عاملاضبط 

:اختر نوع الزيت◇

.SYSTEM02حدد نوع الوقود في القائمة 

:إعداد الكثافة القياسية◇

، يحتاج المستخدم إلى ضبط قيمة الكثافة القياسية للزيتVbإذا تم تشغيل تعويض 

.بسبب اختلاف كثافة الزيت( USER 07قائمة )درجة مئوية 20عند 

ونقطة التدفق المقابلةالمعامل 
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الإجراء المطلوب للقضاء على الإنذار رمز التنبيه اسم التنبيه

ارةقم بتوصيل جهاز استشعار درجة الحر 1 مستشعر درجة الحرارة غير متصل

1توصيل مستشعر المستوى  2 غير متصل1مستشعر المستوى 

2توصيل مستشعر المستوى  4 غير متصل2مستشعر المستوى 

عملية واحدة واضحة 16 راكميةلا يتم حفظ الإجماليات الفردية والت

ضبط معلمات النظام 32 لا يتم حفظ معلمات النظام

تحقق من جهاز إرسال النبض أو جهاز 

التشفير الفولاذي المغناطيسي

64 خطأ في فحص النبض

طريقة التنبيه

القيمة . اتذكير المستخدم بخطأ النظام من خلال وميض مؤشر الإنذار والرقم معً الانذار بيقوم 

.هي نتيجة إضافة رمز التنبيه

شعري على سبيل المثال، إذا لم يتم توصيل مستشعر درجة الحرارة ولم يتم توصيل مست
7، فإن قيمة الإنذار هي 2و1المستوى 

:التنبيه اتجاهات . 6
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1. GENERAL PRESENTATION AND DESCRIPTION

The KOEO T-80 is a measuring system intended to the gravity measurement of

 various products on right installations it can :

• Measure products when they are delivered to the station,

• Monitor the reception of products (lorry/wagon),

• Split compartments,

• Measure product returns,

• And issue tank charts.

The KOEO T-80 includes:

➢ An intrinsic security indicator-calculator device, powered by 2 lithium 
batteries

➢ (battery life 1 to 2 years) fastened to the hydraulic sleeve,

➢ A hydraulic measuring sleeve composed of:

o A KOEO turbine meter

o A sight glass located downstream of the turbine meter,

o A vacuum breaker valve

o An appropriate connector: a 4" coupler to connect onto the API adapter, a 
DN80 quick coupling to connect the unloading hose or any other 
connector (CAMLOCK, TODO, aviation…),

o An appropriate unloading connector: a quick coupling to connect the 
unloading hose or any other connector (CAMLOCK, TODO, aviation…).

o The KOEO T-80 be connected to a temperature sensor.
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Connector – on request. 
Ex: 4" API coupler

Outlet connector – on 
request

Outlet connector 
– on request

Indicator-
calculator device

Turbine meter

1. GENERAL PRESENTATION AND DESCRIPTION



MAINTENANCE 
Any intervention with broken seals must be carried out by authorized personnel and 
under the control of the competent authorities or of one of its representatives 
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2. TECHNICAL SPECIFICATION

APPLICABLE MEDIUM GASOLINE, DIESEL, KEROSENE, 
ETHANOL GASOLINE AND OTHER 
OIL PRODUCTS 

LCD SCREEN ENGLISH INTERFACE, 7 DIGITS 
DISPLAY 

SIZE 3 INCHES (DN80) 

ACCURACY ± 0.1% 

REPEATABILITY ACCURACY ± 0.02% 

PRODUCT WEIGHT 6KG 

BODY MATERIAL ALUMINUM 

FLOWRATE RANGE 8-80M³ / H (130-1300L / MIN) 

MINIMUM SCALE 1L 

EXPLOSION-PROOF GRADE EX IA LL BT4 GA 

PROTECTION GRADE IP67 

TEMPERATURE RANGE -25 ℃ TO + 55 ℃ 

MAXIMUM PRESSURE 0.5MPA 

VISCOSITY RANGE ≥13M㎡/ S MAX 

POWER SUPPLY 2X3.6V LITHIUM BATTERIES 
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3. USER RECOMMENDATIONS 

3.1 Installation 
The vacuum between the connecting device and stripping 
valve on the KOEO T-80 device must be rigid with a 15 
degree angle, an 80mm minimum diameter and a length 
of less than 80mm. 

3.2. Stationary installation 
The KOEO T-80 is usually directly connected to the valves of a semi-trailer for gravity discharge 
(without using pump). It also may be fixed on a discharge pipe. In that case, it must be used in the 
closest conditions to those required for its common use. This is crucial to ensure a satisfactory 
accuracy of counting The following conditions must be met: 
● The connecting pipe to the discharge valve must have an 80mm minimum diameter and a length of 
less than 80mm. If the length of the pipe exceeds 80mm, only complete discharges of the tank are 
guaranteed 
● The flexible or rigid hose, placed between the KOEO T-80 and the collecting tank must have an 80 
mm minimum nominal diameter and an 8 m maximum length. It must allow an easy flow product 
when delivery 
● The KOEO T-80measuring system device must be placed within a vertical plan and with a 15 degree 
angle between his axis and the horizontal axis to avoid product retention 
● The screen of the calculator must be tilted upwards, ideally at an angle of 45 degrees from the 
horizontal 
● Being used, the discharge hose must be short in order to reduce siphon and to avoid product 
retention (no lower point). It must be tilted by minimum 3 degrees, ideally with a rigid pipe that will 
be connected to the discharge valve. 
● During the measurement, the KOEO T-80 is placed according to a vertical plan on a horizontal 
discharge valve. This requirement has been considered as satisfactory when the KOEO T-80 
downstream connector is on the lowest posi-tion than the upstream connector. 
● The KOEO T-80must be mechanically protected with a folding box if the discharge pipe is not 
located in a cap 
● When draining the hose, the user must avoid product blasting on the KOEO T-80. 

The KOEO T-80must not be used for pumped applications. 
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3. USER RECOMMENDATIONS 

3.3 Indicator-calculator Device 
It is made of a box with an intrinsic safety electronic board set by 4 CHC screws (diameter of 4mm) on 
the body of the turbine meter. An O-ring is the seal between the casing and the turbine meter. Make 
sure that it is in its groove and well lubricated before tightening the screws. Apart from metering 
calibration operations, there is no adjustment or specific preventive maintenance. 

3.4 Replacement of Batteries 
The indicator device is powered by 2 batteries that must be changed during each regulatory control or 
when voltage is under 3.2V. The display "Battery" indicates that they have to be changed. It must be 
done in a non-explosive area. The verification seals have to be broken by authorized personnel only. 

3.5 Modification of the Setting Parameters 
The modification of the setting parameters is made after entering the METROLOGICAL mode with the 
red switch on the electronic board. Only authorized personnel can change the parameters. Any other 
operation must be done by author-ized personnel as it could affect the metrological nature of the 
KOEO T-80. 
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4.HYDRAULIC SLEEVE

The downstream and upstream sleeves allow the setting of suitable fittings (4” coupler, ½ snap 
coupling, etc.). 
These sleeves are fastened with 4 screws on the turbine meter and can be removed to check the status 
of the turbine. 
     ● Position the upstream coupling so that in use the downstream coupling is in the lowest position
         than the up-stream coupling

    ●Position the upstream coupling as laid down the drawing and the pictures below
    ●Ensure a good sealing
    ●Check that the straining sieve and honeycombs are clean (at the entrance of
     the turbine and after the sieve)
    ●To ensure electrical continuity, the upstream and downstream couplings of the KOEO T-80 must
           be sealed with conductor such as Loctite 577

Any other operation must be done by authorized personnel as it could affect the metrological nature of 
the KOEO T-80 
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5.OPERATION OF CONTROL PANEL

5.1 Control Panel

DISPLAY CONTENT REMARKS 

MAIN INTERFACE SINGLE ACCUMULATION L 

INSTANTANEOUS FLOW L/MIN 

OIL PRODUCT 0: CRUDE OIL 
1: GASOLINE 
2: TRANSITION ZONE 
3: AVIATION COAL 
4: DIESEL 
5: LUBRICANT 

STANDARD DENSITY 
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5.2 USER Menu 

NO. DISPLAY CONTENT REMARKS 

USER 00 PASSWORD 0823 

USER 01 SHOW TOTAL VM L 

USER 02 SHOW TOTAL VB 

USER 03 SIGNLE SHOW DECIMAL 
DIGIT 

USER 04 SINGLE DISPLAY TYPE 0：VM 
1：VB 

USER 05 BLUETOOTH ON 0：OFF 
1：0N 
BLUETOOTH TURNS OFF 
AUTOMATICALLY AF-TER 1 
HOUR, 
TO SAVE POWER AND 
INCREASE BATTERY LIFE 

USER 06 BLUETOOTH MODULE 
SERIAL NUM-BER 

FIVE DIGITS 

USER 07 UNIT 0: L 
1: M³ 
2: GALLON 

5.OPERATION OF CONTROL PANEL
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5.3 Calibration menu 

NO. DISPLAY CONTENT REMARKS 

CALI 00 10000 

CALI 01 DISCHARGE FLOW COEFFICIENT PULSE/L 

CALI 02 CORRECTION POINTS 

CALI 03 CORRECTION POINTS 1 FLOW UNIT：L/MIN 

CALI 04 CORRECTION POINTS 1 FACTOR 

CALI 05 CORRECTION POINTS 2 FLOW UNIT：L/MIN 

CALI 06 CORRECTION POINTS 2 FACTOR 

CALI 07 CORRECTION POINTS 3 FLOW UNIT：L/MIN 

CALI 08 CORRECTION POINTS 3 FACTOR 

CALI 09 CORRECTION POINTS 4 FLOW UNIT：L/MIN 

CALI 10 CORRECTION POINTS 4 FACTOR 

CALI 11 CORRECTION POINTS 5 FLOW UNIT：L/MIN 

CALI 12 CORRECTION POINTS 5 FACTOR 

CALI 13 CORRECTION POINTS 6 FLOW UNIT：L/MIN 

CALI 14 CORRECTION POINTS 6 FACTOR 

CALI 15 CORRECTION POINTS 7 FLOW UNIT：L/MIN 

CALI 16 CORRECTION POINTS 7 FACTOR 

CALI 17 CORRECTION POINTS 8 FLOW UNIT：L/MIN 

CALI 18 CORRECTION POINTS 8 FACTOR 

CALI 19 CORRECTION POINTS 9 FLOW UNIT：L/MIN 

CALI 20 CORRECTION POINTS 9 FACTOR 

CALI 21 CORRECTION POINTS 10 FLOW UNIT：L/MIN 

CALI 22 CORRECTION POINTS 10 FACTOR 

CALI 23 TEMPERATURE UNDER STANDARD OPER-ATING CONDITIONS UNUT：℃ 

CALI 24 --- --- 

CALI 25 --- --- 



11

NO. DISPLAY CONTENT REMARKS

SYSTEM 00 0003 

SYSTEM 01 COMPENSATION METHOD 0: NO COMPENSATION 
1: TEMPERATURE MEASUREMENT, FULL 
PIPE MEASUREMENT, V20 OR V15 
COMPENSATION, OIL FLOW METER 
2: TEMPERATURE MEASUREMENT 
WITHOUT COMPENSATION 

SYSTEM 02 TEMPERATURE CORRECTION 
POINT 0.X 

SYSTEM 03 TEMPERATURE CORRECTION 
POINT 0.Y

SYSTEM 04 TEMPERATURE CORRECTION 
POINT 1.X 

SYSTEM 05 TEMPERATURE CORRECTION 
POINT 1.Y 

SYSTEM 06 CLEAR TOTAL WRITE 1 AND CONFIRM, CLEAR THE TOTAL 

SYSTEM 07 NUMBER OF PULSE CHANNELS 1: SINGLE CHANNEL 
2: DOUBLE CHANNEL 

SYSTEM 08 LEVEL SENSOR TYPE 3: THREE-WIRE LEVEL SENSOR 
4: FOUR-WIRE LEVEL SENSOR 
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5.4 The Button operation 

have two modes - menu cutover and setting input. In two different modes, the 
same button will have different functions. 

Light the display during 10 seconds 

Normal mode: return to previous menu Supervisor and Metrological mode: 
increment the flash-ing figure when imputing a value or return to previous menu 

Switch state. Enter URR / CALI / SYETEM. Use for adjustment function 

Submenu entry key / cursor movement key (in working state, press this key to view 
the flow rate, press this key to return 

Confirm key / Back key 
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5.5 Menu cutover： 

BUTTON FUNCTION EXAMPLE 

MODIFY ENTER INPUT MODE CLICK THIS BUTTON AT CALI 00 TO ENTER 
THE PASS-WORD INPUT MODE 

↑ ADJUST MENU NUMBER CLICK THIS BUTTON AT USER 00, THE PAGE 
TURNS TO CALI 00 

→ ADJUST THE PAGE CLICK THIS BUTTON AT USER 00, THE PAGE 
WILL TURNS TO USER 01 

ENTER RETURN MAIN INTERFACE CLICK THIS BUTTON IN THE USER MENU, THE 
PAGE RE-TURNS TO THE MAIN INTERFACE 

5.6 Setting input: 

Click → key in any menu of P-XXX to enter the setting input mode and set the corresponding 
parameters. 

BUTTON FUNCTION 

MODIFY --- 

↑ THE 1-BIT DIGITAL ACCUMULATION 

→ RIGHT ADJUSTMENTS DIGIT 

ENTER CONFIRM THE SETTING AND EXIT THE SETTING 
IN-PUT MODE 
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5.7 Common function operations： 

● Signal quantity clear：
Click MODIFY + → button on the main interface to clear the single quantity. If the flow is not 0, the 
single quantity will not be cleared.

● View Instantaneous flowrate：
Click → button on the main interface to enter the instantaneous flow interface

● Main interface Vm and Vb display cutover：
Set in menu USER 03, Cutover the main interface display type。

● Flow correction and parameter setting:
Flow correction and parameter setting：
This meter uses the displacement coefficient as the main correction coefficient, and its unit is: 
pulse / liter.
The displacement coefficient can be set in the menu CALI 01.

● Flow Segmentation correction：
The meter can perform segmented flow correction measurement, which can be corrected in up to 
10 segments.
Example: The flow segment correction can be plotted as follows:



15

5.8 Coefficient and corresponding flow point 

Enter the corresponding flow rate and corresponding coefficient from the menu CALI 03, the unit 
(L / min). 
After setting the number of correction points in menu CALI 02, the meter starts the segment 
correction function. 
Note: The flow point should be entered from small to large. 

●Adjustment coefficients：
In order to facilitate the user's adjustment operation, the meter provides the function of user 
adjustment coefficient. Example: If the meter has a full range error of + 0.1%, you can set the 
user adjustment coefficient to 0.999 in the menu USER 06. 

●Vb Compensation and parameter settings：
adopts the standard volume at 20 ℃ as the standard for oil trade settlement.
 This meter includes Vb com-pensation conversion function. 

◇Turn on Vb compensation:

Set the SYSTEM 01 parameter to 1. 

◇Select oil type:

Select the fuel type in the menu SYSTEM 02. 

◇Standard density setting:

If Vb compensation is turned on, the user needs to set the standard density value of the oil 
at 20 ° C (menu USER 07) due to the difference in oil density. 
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ALARM NAME ALARM CODE ACTION REQUIRED TO ELIMINATE ALARM 

TEMPERATURE SENSOR IS NOT 
CON-NECTED

1 CONNECT THE TEMPERATURE SENSOR 

LEVEL SENSOR 1 IS NOT 
CONNECTED 

2 CONNECT LEVEL SENSOR 1 

LEVEL SENSOR 2 IS NOT 
CONNECTED 

4 CONNECT LEVEL SENSOR 2 

SINGLE AND CUMULATIVE 
TOTALS ARE NOT SAVED 

16 SINGLE CLEAR OPERATION 

SYSTEM PARAMETERS ARE NOT 
SAVED 

32 SETTING SYSTEM PARAMETERS 

PULSE CHECK ERROR 64 CHECK PULSE TRANSMITTER OR ENCODER 
MAGNETIC STEEL 

Alarm method 
The alarm reminds the user of the system error by flashing the alarm indicator and the number 

together. The value is the result of the addition of the alarm code. 

For example, if the temperature sensor is not connected and the level sensors 1 and 2 are not 
connected, the alarm value is 7 

6.ALARM DIRECTIONS：
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