
مصادر الجزيرة
شاحنة نقل القمامة ذات الذراع الخطاف
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:مقدمة 

شاحنة القمامة ذات الذراع الخطافية تستخدم بشكل رئيسي في محطات نقل القمامة الحضرية لجمع القمامة ونقلها 

ا إنها حاليً . يمكن لعملية جمع ونقل القمامة بأكملها تجنب التلوث الثانوي للبيئة. وتفريغ القمامة ذاتياً بعد النقل

معدات جمع ومعالجة نقل القمامة الأكثر مثالية

إنها تتميز بخصائص القوة المتكاملة العالية، الوزن الصغير، المظهر الأنيق، قدرة التحميل القوية، والتشغيل 

.الموثوق

يتم معالجة . المغمور للهيكل الرأسيبالقوساللحام مقل أثناء الإنتاج، يتم استخدام تكنولوجيا التصنيع المتقدمة 

الإطار المتكامل بشكل دائم لإزالة إجهاد اللحام بشكل فعال، في حين يتم تطبيق المعدات والتكنولوجيا المتقدمة في 

.جميع أنحاء عملية الإنتاج بأكملها لضمان التشكيل المتسق والتجميع الدقيق

يتم إنتاج جميع أجزائنا بمواد تم اختيارها وفحصها يدوياً. المواد الخام ذات جودة عالية

.يتم شراؤها من موردين محليين أو أجانب ذوي سمعة طيبة للحفاظ على أعلى معايير الجودة وأداء المنتج 
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(مم)أبعاد الهيكل 

9460 الطول الكلي للهيكل

2480 عرض الكابينة

3200 (بدون حمولة ) ارتفاع الكابينة 

4350+1350 قاعدة العجلات

1460 وز الأمامي  البر

2350 وز  ي البر
الخلف 

(كجم)أوزان السيارة 

25000 إجمالي الوزن الإجمالي 

9000
(الهيكل)الوزن الفارغ 

(مم)أبعاد ملف تعريف الإطار 

860 (أمامي )عرض الإطار 

860 ي )عرض الإطار 
(الخلف 

300 المقطعارتفاع 

80 المقطععرض 

قضيب التعشيق
الصي    النوع

ملم430 قطر اللوحة

التحكم الهيدروليكي مع معزز الهواء، السحب نظام التشغيل
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محرك

27050اي اس دي  النوع

5اليورو  مستوى الانبعاثات

كيلو واط198 الطاقة القصوى

ي الدقيقة1700/نيوتن مب  970
 
دورة ف أقصى عزم دوران

6 عدد الاسطوانات

6.7 الإزاحة

114 (مم)الاسطوانة جويف ت

135 (مم)الشوط 

يد الماء،  يد , شحن تربو تبر .بداية باردة، بعد التبر نظام

صندوق 

9JS119T-B النوع

امنة1تروس أمامية و9 خلفية، مب   وس عدد التر

12.00；8.08；5.96；4.42；3.36；2.41；1.76；1.32；
1.00； Reverse 1 :12.66

النسب

وراالمح

إليوتنوع 
الامامى

7 (طن)الحمولة 

، تخفيض فردي5.143: نسبة سرعة المخفض الرئيسي للمحور الخلفي
الخلفى

10 (طن)الحمولة 
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نظام الفرامل

.فرامل زنبركية للوقوف تعمل على المحاور الخلفية، فرامل العادم، نظام فرامل الهواء الكامل، دائرة هوائية منقسمة 

الكابينة

كابينة النوم ، نوع التحكم الأمامي ، منخفض السقف، الوجه الجديد، جميع الكابينة الفولاذية الملحومة من النوع 

.السائق القابل للتعديلكرسىالمائل، إمالة الكابينة الميكانيكية، تعليق الكابينة الميكانيكي الخلفي، 

سالإطارات 

11.00R20

تعليق

نوابض ورقية مع ممتص للصدمات-8/8

ربيع الأوراق-9/9

بطارية

24 (الخامس)الجهد 

165X2 سعة البطارية

وقود

مع غطاء قابل للقفل، خزان الوقود الصلب  النوع

ج350لتر 350 السعة
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نظام ذراع الخطاف

طن20 القدرة على الربط

ميجا باسكال30 ضغط النظام

كجم2400 وزن المعدات

فولت24 السيطرة على الجهد

ملم1000-1200 تمديد ذراع هوك

ص/ مل 84 إزاحة مضخة الزيت

لتر70 حجم خزان الزيت الهيدروليكي

55S وقت ربط الصندوق

ملم1570 ارتفاع هوك

ملم4210 المسافة إلى الأسطوانة الخلفية

ملم1070 عرض السكك الحديدية
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:المكون الرئيسي 

أجهزة الإغلاق

يضمن ذراع قفل الأسطوانة الهيدروليكية

وجهاز القلب قلب القمامة بسهولة

عجلات فولاذية2

تم تركيب الحاوية الخلفية 

لسهولة الربط لأعلى ولأسفل

مصنوعة من الفولاذ عالي 

التوتر مع مستشعر ساقط

صمام متعدد

شهيرة لضمان علامة تجارية 

العمل الآمن لجميع الأنظمة 

.الهيدروليكية

مفتاح التحكم1

يمكن للسائق إنهاء جميع 

الأعمال داخل المقصورة من 

خلال نظام التحكم

اسطوانة مزدوجة

علامة تجارية صينية مشهورة 

لضمان التعامل الآمن 

والاستخدام الطويل
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منظر جانبى خلفىمنظر 
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:الرسومات والصور الحقيقية
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لمزيد من المنتجات والخدمات
:قم بزيارة موقعنا على الانترنت 

www.masader-j.com
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Masader AL-Jazeera   
hook arm garbage transport truck 

HAGT CLW
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Introduction:

Hook-arm garbage truck Mainly used in urban garbage transfer stations for garbage collection, 
transfer, and self-unloading of garbage after transportation. The entire garbage collection and 

transportation process can avoid secondary pollution to the environment. It is currently the most 
ideal garbage collection and transfer treatment equipment.

It has the characteristics of high integrated strength, small weight, elegant appearance, strong 
loading capacity, and reliable operation.

During production, advanced manufacturing technology such as automatic submerged arc welding is 
used for the vertical structure. The integral frame is permanently treated to effectively remove 
welding stress, while advanced equipment and technology are applied throughout the entire 

production process to ensure consistent forming and precise assembly.

The raw materials are of high quality. All of our parts are produced with hand-selected and 
inspected materials

  Purchased from reputable local or foreign suppliers to maintain the highest standards of quality 
and product performance.
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Chassis Dimensions(mm)  

Overall chassis length  9460

Cab width  2480

Cab height (unladen)  3200

Wheel base  4350+1350

Front overhang    1460

Rear  overhang    2350

vehicle weights(kg)   

G.V.W    25000

Curb weight  (chassis)
 9000

Frame profile Dimensions(mm) 

Frame width (front )  860

Frame width ( rear )  860

Section height   300

Section width   80

Clutch         
Type  China

Plate's diameter ¢430mm

operating system Hydraulic control with air booster, pulling 

3

Specification :
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Engine

Type  ISD270 50

Emission level  Euro 5

Maximum power   198KW

Maximum torque 970Nm/1700RPM

Number of cylinders 6

Displacement (lit)  6.7

Cylinder bore (mm)   114

Stroke (mm)   135

System     Water cooled, turbo charged , after cooled , cold start. 

Gear box       

Type  9JS119T-B

Number of gears 9 forward gears & 1 reverse ,synchronized                   

Ratios     
12.00；8.08；5.96；4.42；3.36；2.41；1.76；1.32；1.00；
Reverse1: 12.66

Axle 

Front 
Elliot   type, I  beam section 

Load capacity(ton) 7

Rear

Rear axle main reducer speed ratio:5.143,Single 
reduction

Load capacity(ton) 10
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Specification :



Brake System      

Full air brake system, split pneumatic circuit ； parking spring brake acting on rear axles , 
exhaust brake. 

Cab 

Sleeper cab,forward control type,low roof,new face, all welded steel cab of tilt type, 
Mechanical cab tilting,,  rear mechanical cab suspension , adjustable driver’s seat.  

Tires

11.00R20

Suspension

8/8- Leaf spring with shock absorber 

9/9- Leaf spring

Battery

Voltage (V) 24

Battery capacity (A.h) 165X2

Fuel

Type Steel fuel tank，with lockable cap 

Capacity 350lit       350升
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Specification :
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Hook arm system

Hooking ability 20T

System pressure 30MPa

Equipment weight 2400Kg

Control voltage 24V

Hook arm extension 1000-1200mm

Oil pump displacement 84ml/r

Hydraulic oil tank volume 70L

Hook box time 55S

Hook height 1570mm

Distance to rear roller 4210mm

Rail width 1070mm
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Specification :
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Main Component :

Locking devices
Hydraulic  Cylinder Locking Arm 
& Tipping Device Ensure Easy 
Garbage Tipping 

2 Steel Wheels 
Installed container back 
end for easy of hook up 
and down 

Made of high 
Tension Steel with 
fallen down Sensor 

Multi Valve
Chinese famous brand 
to ensure secure 
working of all Hydraulic 
System.

1 Key Control 
Driver Can finished all 
work inside the cabin 
with the control System 

Double Cylinder
Chinese famous brand 
to ensure Safe handling 
& long use
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Side View Rear View 

8

Drawings & Real Photos :
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For more Products & Services
Visit our Web site :

www.masader-j.com
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